
Part Number 88151
Input Voltage Range 156V to 502V 3 phase
Max Input Current < 30A
Frequency range 45 to 65 Hz
Power Factor ≥ 0.99
Efficiency ≥ 95% (Rated input, half load)

Output Voltage Range 250V to 750V DC
Output Current 0 to 22A
Current Share ≤ +/- 0.5% (304V to 502V load 50-100%)
Voltage Load Regulation ≤ +/- 0.5%

Communication CAN Bus
Indication Light (LED) Green: normal, Yellow: alarm, Red : failure

Input Over/Under voltage Automatic Shutdown & Auto recover
Output Over Voltage Automatic Shutdown & Lock
Short Circuit Protection Endure Long Term Short & Auto Recover
Over Temperature Protection Automatic Shutdown & Auto recover

Dialectric Strength Input - output 3535Vdc/30mA/1 min
Isolation Input - output ≥ 10MΩ@500Vdc
EMC Class A

Ambient Temperature -25'C to +60'C (derating from +50'C)
Storage Temperature -40'C to +70'C
Humidity ≤ 90 (≤ 95 for storage)
Cooling Forced Cooling 
Altitude ≤ 4000m

Dimensions 428mm x 296mm x 84mm
Weight 11Kgs

Mechanical

AC Input

DC Output

Control

Alarm & Protection

Safety & EMC

Environmental

15kW Mono Directional 

sales@oaksum.com


	15kW new 88151



